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CB Adjustable 
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Part 
No. Description

Length Width
Car body 
Height Weight

Maximum 
working load

Breaking 
load

in mm in mm in mm oz g lb kg lb kg
13 mm Micro

2700 Car/pivoting shackle 23/16 56 19/16 40 3/4 19 1.76 50 310 140 1500 680
2701 Car/pivoting shackle/control blocks 37/16 87 19/16 40 3/4 19 2.56 73 310 140 1500 680
2702 Car/pivoting shackle/tangs 23/8 61 19/16 40 3/4 19 2.08 59 310 140 1500 680
2703 Loop car 23/16 56 19/16 40 3/4 19 1.6 45 310 140 1500 680

22 mm Small Boat
382 1250/Radial/shackle‡ 41/8 105 21/4 57 15/16 24 6.24 177 1250 567 2500 1134

2726 Pivoting shackle 27/8 73 21/4 57 15/16 24 4.64 132 500 227 2500 1134
2727 High-load/pivoting shackle 27/8 73 21/4 57 15/16 24 4.64 132 850 386 2500 1134
2728 Fixed sheaves/eyestrap 27/8 73 21/4 57 15/16 24 5.6 159 500 227 2500 1134
2729 High-load/fixed sheaves/eyestrap 27/8 73 21/4 57 15/16 24 5.6 159 850 386 2500 1134
2730 Stand-up toggle 27/8 73 21/4 57 15/16 24 5.12 145 500 227 2500 1134
2731 High-load/stand-up toggle 27/8 73 21/4 57 15/16 24 5.12 145 850 386 2500 1134
2732 Loop 27/8 73 21/4 57 15/16 24 4 113 500 227 2500 1134
2733 High-load/Loop 27/8 73 21/4 57 15/16 24 4 113 850 386 2500 1134
2734 High-load/fixed sheaves/adjustable cam arms 63/4 171 31/8 80 15/16 24 14.88 422 850 386 2500 1134
2735 1250/Pivoting toggle 41/8 105 21/4 57 15/16 24 6.72 191 1250 567 2500 1134
2736 1250/Fixed sheaves/eyestrap 41/8 105 21/4 57 15/16 24 7.04 200 1250 567 2500 1134
2737 1250/Pivoting sheaves/eyestrap 41/8 105 21/4 57 15/16 24 9.6 272 1250 567 2500 1134
2738 1250/Pivoting sheaves/swivel cam 41/8 105 61/8 156 15/16 24 19.84 562 1250 567 2500 1134
2753 Pivoting shackle/control tangs 27/8 73 21/4 57 15/16 24 5.28 150 500 227 2500 1134
2754 High-load/pivoting shackle/control tangs 27/8 73 21/4 57 15/16 24 5.28 150 850 386 2500 1134

See page 26 for replacement balls     ‡For horizontal curved track only—24"−40" (600−800 mm) radius

CB Traveler Cars:  
13 mm Micro &  
22 mm Small Boat

How do I tell whether my 
traveler car has Delrin® or 
Torlon® ball bearings?

Delrin® ball bearings are black or  
(in older-model travelers) white  
and are designed for light-load 
applications. Torlon® bearings are 
greenish-brown and are used in 
high-load cars.

TRAVELERQ&A
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T3202B.HL

T3205B.HL

T3201B.HL

T3221B.HL

T3231B.HL

T3241B.HL

T3242B.HL

T3222B.HL 

T3232B.HL 

T3203B.HL

T3243B.HL

CB Traveler Cars:  
32 mm Big Boat High-Load

New

See page 26 for replacement balls     *Add 2650 blocks to stand-up toggle ears for 6:1 purchase or dead-end on toggle ears for a 5:1. Use with 3197 end control.

Part 
No. Description

Length Width Height Weight
Maximum 

working load
Breaking 

load
in mm in mm in mm oz g lb kg lb kg

32 mm Big Boat High-Load
T3201B.HL High-load car/shackle 77/16 188 311/32 85 25/8 73 24 680 4500 2041 9000 4081
T3202B.HL High-load car/stand-up toggle 77/16 188 311/32 85 31/2 89 28.64 812 4500 2041 9000 4081
T3203B.HL High-load car/stand-up toggle/ears 77/16 188 311/32 85 31/2 89 29.44 835 4500 2041 9000 4081
T3205B.HL High-load car/soft attachment 77/16 188 311/32 85 2 50 29.42 834 4500 2041 9000 4081
T3221B.HL High-load car/shackle/2:1 ESP controls 77/16 188 35/8 98 25/8 73 24 680 4500 2041 9000 4081
T3222B.HL High-load car/stand-up toggle/2:1 ESP controls 77/16 188 35/8 98 25/8 73 28.64 812 4500 2041 9000 4081
T3231B.HL High-load car/shackle/3:1 ESP controls 77/16 188 4 101 25/8 73 24 680 4500 2041 9000 4081
T3232B.HL High-load car/stand-up toggle/3:1 ESP controls 77/16 188 4 101 31/2 89 28.64 812 4500 2041 9000 4081
T3241B.HL High-load car/shackle/4:1 ESP controls 77/16 188 43/8 111 31/2 89 24 680 4500 2041 9000 4081
T3242B.HL High-load car/stand-up toggle/4:1 ESP controls 77/16 188 43/8 111 31/2 89 28.64 812 4500 2041 9000 4081
T3243B.HL High-load car/stand-up toggle/ears/4:1 ESP controls* 77/16 188 43/8 111 31/2 89 30 850 4500 2041 9000 4081

32 mm Big Boat High-Load
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2746

3176
3178

3177
3179

1637

2744
2745

2752

1635
1636

3180

1628
1629

Part 
No. Description

Length Width Weight
Max line 

Ø
Maximum 

working load
Breaking 

load
Purchase/control blocksin mm in mm oz g in mm lb kg lb kg

22 mm Small Boat Windward Sheeting
2744 Small Boat CB 67/8 175 31/16 78 24.75 702  5/16 8 500 227 2500 1134 2:1/3:1/2740
2745 Small Boat CB/high-load 67/8 175 31/16 78 24.75 702  5/16 8 850 386 2500 1134 2:1/3:1/2740
2746 Small Boat CB/1250 Series 67/8 175 31/16 78 26 737  5/16 8 1250 567 2500 1134 2:1/3:1/2740

27 mm Midrange 3:1 Cars with Cams
1628 Midrange CB/365 Carbo-Cam®* 91/8* 232* 43/8 111 25.76 730 3/8 10 1800 816 5000 2268 3:1/1631
1629 Midrange CB/high-load/365 Carbo-Cam®* 91/8* 232* 43/8 111 27.2 771 3/8 10 2300 1043 5000 2268 3:1/1631

27 mm Midrange Windward Sheeting
1635 Midrange CB 63/4 171 41/8 105 35 990 3/8 10 1800 816 5000 2268 3:1/1631  4:1/1631
1636 Midrange CB/high-load 63/4 171 41/8 105 36 1020 3/8 10 2300 1043 5000 2268 3:1/1631  4:1/1631

32 mm Big Boat Windward Sheeting
3176 Big Boat CB 99/16 243 5 127 57 1618 3/8 10 3000 1361 7000 3175 4:1/3168  5:1/6:1/3169
3177 Big Boat CB/standup 99/16 243 5 127 62 1747 3/8 10 3000 1361 7000 3175 4:1/3168  5:1/6:1/3169
3178 Big Boat CB/high-load 99/16 243 5 127 61 1723 3/8 10 4500 2041 9000 4081 4:1/3168  5:1/6:1/3169
3179 Big Boat CB/high-load/standup 99/16 243 5 127 65 1851 3/8 10 4500 2041 9000 4081 4:1/3168  5:1/6:1/3169

See page 26 for replacement balls     *Not windward sheeting. Stop knot required to keep car from hitting end control.

CB Traveler Cars: 
Windward Sheeting 
& 3:1 Cars with 
Cams
Windward Sheeting Cars
Race once with the windward sheeting traveler car  
and you’ll never race without one again. Pull the car 
above the centerline without releasing the leeward  
control line. Tack, and the car stays in the same  
position, ready to be pulled to the new windward side. 

Cars are one-piece solid aluminum construction  
with captive balls. Mount track in the cockpit or  
near deck level. For dinghies to large offshore boats.

3:1 Midrange Cars with Cams
The 1628 and 1629 cars with 365 Carbo-Cams®  
provide additional mechanical advantage (3:1 versus 
2:1) by trimming from the car as opposed to a fixed 
point at the end of the track. Cars fit 27 mm  
Midrange CB track.

Windward Sheeting Adapter Kits
Part 
No. Description

Max line Ø
Fits cars Purchasein mm

1637 Midrange CB 3/8 10 1624/1625 3:1/4:1
2752 Small Boat CB 5/16 8 2726/2727/2728 2:1/3:1

2729/2730/2731/2735/2736/2753/2754
3180 Big Boat CB 3/8 10 3163/3165 4:1/5:1/6:1

Captive balls make cars easy to load 
and maintain. Wire guides circulate  
bearings smoothly.

Windward Sheeting Cars

Windward Sheeting Adapter Kits

3:1 Midrange  
Cars with Cams

*Not windward sheeting
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G2727B

G2737B.HL

G3237B

G2747B

G3247B

G2747B.HL

G2737B

G2227B G2247B

Dehler 34, Simonis Voogd — Dehler Yachts photo

For sheet-loading formulas see page 28.

CB Adjustable  
Genoa Lead Cars:  
22 mm, 27 mm, & 32 mm
High-performance lead cars feature recirculating Torlon® ball bearings 
for easy adjustment under full sheet loads.

Sheave carriers feature high-performance sheaves with ball  
or roller bearings (depending on sheave size) to handle  
radial loads, while sideload balls handle thrust loads  
for easy trimming and fore and aft adjustment. Wide  
sheave holds two sheets during sail changes. Black- 
finished stainless steel sheave carriers pivot 60 degrees  
to accommodate changing lead angles. 

Cars feature car-mounted, axle-bearing control blocks  
for strength and durability. All CB genoa lead cars are  
compatible with Harken end controls. Kits are available  
for purchase upgrades up to 4:1.

Part 
No. Description

Sheave 
Ø Length Width Weight

Maximum 
working load

Breaking 
load

Trackin mm in mm in mm oz g lb kg lb kg
22 mm Small Boat

G2227B Small Boat/sheave 13/4 45 41/8 105 21/4 57 13.71 389 1250 567 2500 1134 22 mm
G2247B Small Boat/2 sheave 13/4 45 41/8 105 21/4 57 14.3 405 1250 567 2500 1134 22 mm

27 mm Midrange
G2727B Midrange/sheave 21/2 64 53/16 132 23/4 70 27.52 780 2300 1043 5000 2268 R27
G2737B Midrange/sheave/dead-end 21/2 64 53/16 132 23/4 70 28.4 805 2300 1043 5000 2268 R27

G2737B.HL High-load Midrange/sheave/dead-end 21/2 64 9 229 23/4 70 39.25 1113 3600 1632 7200 3266 R27
G2747B Midrange/2 sheave 21/2 64 53/16 132 23/4 70 29.76 844 2300 1043 5000 2268 R27

G2747B.HL High-load Midrange/2 sheave 21/2 64 9 229 23/4 70 40.64 1152 3600 1632 7200 3266 R27
32 mm Big Boat

G3237B Big Boat/sheave/dead-end 3 76 91/8 231 33/8 85 63.27 1794 5000 2268 10000 4536 R32
G3247B Big Boat/2 sheave 3 76 91/8 231 33/8 85 65.12 1846 5000 2268 10000 4536 R32

See page 26 for replacement balls     

End Control Selection Guide
Purchase Car End Control

2:1 G2227B 2740
4:1 G2247B 2742
2:1 G2727B E2730
3:1 G2737B/G2737B.HL E2750
4:1 G2747B/G2747B.HL E2750
3:1 G3237B E3250.HL/3174
4:1 G3247B E3250.HL/3174

22 mm Small boat

New

27 mm Midrange

32 mm Big boat
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G272B G273B.HL

HC4928G323B

G274B

G324B

G274B.HL

G273B

G222B

G224B

For sheet-loading formulas see page 28.

Part 
No. Description

Sheave 
Ø Length Width Weight

Maximum 
working load

Breaking 
load

Trackin mm in mm in mm oz g lb kg lb kg
22 mm Small Boat

G222B Small Boat/sheave 11/2 38 41/8 105 21/4 57 12.87 365 1250 567 2500 1134 22 mm
G224B Small Boat/2 sheaves 11/2 38 41/8 105 21/4 57 13.33 378 1250 567 2500 1134 22 mm

27 mm Midrange
G272B Midrange/sheave 21/4 57 53/16 132 23/4 70 23.25 659 2300 1043 5000 2268 R27
G273B Midrange/sheave/dead-end 21/4 57 53/16 132 23/4 70 24.06 682 2300 1043 5000 2268 R27

G273B.HL High-load Midrange/sheave/dead-end 21/4 57 9 229 23/4 70 34.6 981 3600 1632 7200 3266 R27
G274B Midrange/2 sheaves 21/4 57 53/16 132 23/4 70 25.22 718 2300 1043 5000 2268 R27

G274B.HL High-load Midrange/2 sheaves 21/4 57 9 229 23/4 70 35.76 1017 3600 1632 7200 3266 R27
32 mm Big Boat

G323B Big Boat/sheave/dead-end 3 76 91/8 231 33/8 85 59.54 1688 5000 2268 10000 4536 R32
G324B Big Boat/2 sheaves 3 76 91/8 231 33/8 85 62.14 1761 5000 2268 10000 4536 R32
HC4928 Big Boat/sheave* 3 76 101/4 260 35/16 84 85.43 2422 7716 3500 15432 7000 R32

See page 26 for replacement balls     *HC4928 has noncaptive ball bearings

End Control Selection Guide
Purchase Car End Control

2:1 G222B 2740
4:1 G224B 2742
2:1 G272B E2730
3:1 G273B/G273B.HL E2750
4:1 G274B/G274B.HL E2750
2:1 HC4928 E3230.HL
3:1 G323B E3250.HL/3174
4:1 G324B E3250.HL/3174

22 mm Small boat

New

27 mm Midrange

32 mm Big boat

Genoa LeadsQ&A
Why do I Need Adjustable 
Genoa Lead Cars? 

If you are a cruiser, ball bearing 
genoa lead cars with multipart 
purchases allow you to quickly  
adjust loaded headsail leads from  
the cockpit. If you race, ball bearing  
lead cars let you quickly change your 
sheeting angle, adjusting the twist  
to optimize sail shape.

ESP CB Adjustable  
Genoa Lead Cars:  
22 mm, 27 mm, & 32 mm
ESP CB lead cars feature recirculating Torlon® ball bearings for easy 
adjustment under full sheet loads.

Sheave carriers feature high-load, ESP axle-bearing sheaves. Wide  
sheave holds two sheets during sail changes. Stainless steel sheave 
carriers pivot 60 degrees to accommodate changing lead angles. 

Cars feature car-mounted, axle-bearing control blocks for strength  
and durability. All CB genoa lead cars are compatible with Harken  
end controls. Kits are available for purchase upgrades up to 4:1.
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C6795

G226S2750

G276S G276S.HL C9815G326S

Part 
No. Description

Sheave 
Ø Length Width Weight

Max line 
Ø

Maximum 
working load

Breaking 
load

Trackin mm in mm in mm oz g in mm lb kg lb kg
22 mm Small Boat

2750 Small Boat jib lead/pinstop — — 37/16 87.5 15/16 33 4.6 130 — — 1100 500 2200 1000 2751
G226S Small Boat/pinstop 11/2 38 33/4 95 13/8 35 9.59 272 1/2 12 1250 567 2500 1134 2751

27 mm Midrange
G276S Midrange/pinstop 2 51 5 127 15/8 41 17.92 508 1/2 12 3000 1361 6000 2722 R27

G276S.HL High-load Midrange/pinstop 2 51 71/4 184 15/8 41 22.93 650 1/2 12 3600 1632 7200 3264 R27
32 mm Big Boat

G326S Big Boat/pinstop 3 76 91/8 232 21/2 64 53.26 1510 3/4 19 5000 2268 10000 4536 R32
C6795 Big Boat/pinstop** 3 76 10 254 21/4 57 61.83 1753 9/16 14 7716 3500 15432 7000 R32
C9815 Big Boat genoa lead* 215/16 75 10 254 23/8 60 56.44 1600 3/4 19 13228 6000 26448 12000 R32

For sheet-loading formulas see page 28.

New G226S, G276S, G276S.HL, G326S

Flexible, lightweight, lashing 
attachment allows block to  
articulate freely on 2750 jib car.

22 mm Small boat

27 mm Midrange 32 mm Big boat

*50 mm hole spacing required. Car not available with pinstop     **Contact Harken to request quote and lead time.

ESP Pinstop  
Genoa Lead Cars:  
22 mm, 27 mm, & 32 mm
Use pinstop cars in applications where lead positions change infrequently.

Sheave carriers feature high-load, ESP axle-bearing sheaves. Wide  
sheave holds two sheets during sail changes. Stainless steel sheave  
carriers pivot 60 degrees to accommodate changing lead angles. 

Pinstop and ball bearing genoa lead cars both run on ball bearing track, 
allowing you to upgrade your system without changing track.
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27052704 2749 384 175

580

752T27KIT
T32KIT

T32KIT.HL

3187

Part 
No. Description

Sheave 
Ø Length Width Weight

Max line 
Ø

Max wire 
Ø

Maximum 
working load

Breaking 
load

in mm in mm in mm oz g in mm in mm lb kg lb kg
13 mm Micro

2704 Control block (pair)/2:1 purchase 5/8 16 15/16 33 — — .39 11 7/32 5 — — 250 113 750 339
2705 Control tang (pair) — — 13/16 21 — — .11 3 — — — — 250 113 750 339

22 mm Small Boat
175 Coupler — — 311/16 94 23/16 56 4.5 128 — — — — 1500 680 2500 1134
384 Wire high-load vang block‡ 2 51 23/4 70 — — 3.3 93 1/4 6 3/16 5 1250 567 2500 1134
2749 Control tangs (pair) — —  7/8 23  — — .8 21 — — — — 600 272 1200 544

27 mm Midrange
T27KIT ESP Purchase upgrade kit Kit includes (4) 25 mm control blocks, (2) Small Boat dead-ends, (8) M5 fasteners

32 mm Big Boat
580 Coupler — — 71/4 184 11/2 38 21 595 — — — — 6000 2722 12000 5443
752 Coupler — — 103/4 273 11/2 38 28 794 — — — — 9000 4082 18000 8165
3187 2-Sheave control block* 21/4 57 53/8 143 — — 8.8 249 1/2 12 — — 2500 1134 5000 2268

T32KIT ESP Purchase upgrade kit Kit includes (4) 35 mm control blocks, (2) Midrange/Big Boat dead-ends, (8) M6 fasteners
T32KIT.HL ESP Purchase upgrade kit/high-load* Kit includes (4) 40 mm control blocks, (2) Big Boat dead-ends, (8) M8 fasteners

‡Fits 382 for radial vang system. Do not use with controls if radius is tight     *Fits T32x4B.HL cars

Traveler Accessories
13 mm Micro
16 mm control blocks spin on stainless steel balls that roll freely 
under high loads. The step-down design keeps the controls low 
and clear of the mainsheet block.

22 mm Small Boat
The 384 traveler block features high-load composite bearings  
to handle wire and high-strength line. Use with the 382 Radial 
Traveler car and other Small Boat cars to configure a Radial vang. 
Do not use as mainsheet traveler.

27 mm Midrange & 32 mm Big Boat
Kits are available for Midrange and Big Boat cars with ESP controls 
and ESP end controls to upgrade purchase from 1:1 to 4:1. 

Big Boat couplers join two cars to form high-load assemblies. The 
high load 580 and 752 couplers fit T3201B and T3201B.HL cars.
Use 580 and 752 couplers for single-point attachments. Use single, 
double or triple Black Magic® AirBlocks® with the 752 coupler.

13 mm Micro 22 mm Small Boat

Use with the 382 Radial traveler 
car and other Small Boat cars to 
configure a Radial vang.

32 mm Big Boat

New T27KIT, T32KIT, T32KIT.HL

27 mm Midrange & 32 mm Big Boat

27 mm Midrange and 32 mm  
Big Boat kits are available for  
purchase upgrades from 1:1 to 4:1.
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3079
3200**

661 
1706

B810

1836 
1889

B811

3086

1835

1888

B206
B207

B206

3079 1706
661

CRX Roller,  
Mini-Maxi,  
Maxi, & T-Track

Big boat CRX Roller Mini-Maxi Maxi

Track 
style

Part 
No.

Length Hole spacing* Weight Fasteners (FH) Endstop/ 
splice linkft/in m in mm oz kg in mm

CR
X 

Ro
lle

r 32 mm Big Boat CRX Low-Beam Roller Track
3079.2m 6'63/4" 2 215/16 75 72.8 2.064 5/16 8 E3200/3080
3079.3m 9'101/16" 3 215/16 75 109.2 3.096 5/16 8 E3200/3080

42 mm Mini-Maxi CRX Low-Beam Roller Track
3200.3m** 9'101/16" 3 215/16 75 144.1 4.08 3/8 10 —

Ba
ll 

Be
ar

in
g

42 mm Mini-Maxi Low-Beam Pinstop Track
1706.1.5m‡ 4'111/16" 1.5 215/16 75 81.5 2.31 3/8 10 1702/—
1706.3m‡ 9'101/8" 3 215/16 75 163 4.62 3/8 10 1702/—

1706.3.6m‡ 11'93/4" 3.6 215/16 75 195.4 5.54 3/8 10 1702/—
1706.6m‡ 19'81/4" 6 215/16 75 325.9 9.24 3/8 10 1702/—

64 mm Maxi Low-Beam Pinstop Track
661.2.1m‡‡ 6'1011/16" 2.1 315/16 100 221.5 6.28 1/2 12 662/—
661.3m‡‡ 9'101/8" 3 315/16 100 316.4 8.97 1/2 12 662/—
661.6m‡‡ 19'81/4" 6 315/16 100 632.8 17.94 1/2 12 662/—

T-
Tr

ac
k*

**

32 mm Black-Anodized Aluminum T-Track
3086.2m‡‡ 6'63/4" 2 315/16 100 63.46 1.8 5/16 8 B810/—
3086.3m‡‡ 9'101/8" 3 315/16 100 95.22 2.69 5/16 8 B810/—

32 mm Stainless Steel T-Track
1835.2m‡‡ 6'63/4" 2 115/16 50 169.31 4.8 5/16 8 1836/—
1835.4m‡‡ 13'11/2" 4 115/16 50 338.62 9.6 5/16 8 1836/—

40 mm Anodized Aluminum T-Track: B206 Clear & B207 Black
B206/B207.1m 3'33/8" 1 315/16 100 48.85 1.39 5/16 8 B811/—

B206/B207.1.8m 5'10" 1.8 315/16 100 87.94 2.49 5/16 8 B811/—
B206/B207.2m 6'63/4" 2 315/16 100 97.71 2.77 5/16 8 B811/—

B206/B207.2.5m 8'27/16" 2.5 315/16 100 122.13 3.46 5/16 8 B811/—
B206/B207.3m 9'101/8" 3 315/16 100 146.56 4.16 5/16 8 B811/—

B206/B207.3.5m 11'513/16" 3.5 315/16 100 170.99 4.85 5/16 8 B811/—
B206/B207.4m 13'11/2" 4 315/16 100 195.41 5.54 5/16 8 B811/—
B206/B207.6m 19'81/4" 6 315/16 100 293.12 8.31 5/16 8 B811/—

40 mm Stainless Steel T-Track
1888.2m‡‡ 6'63/4" 2 115/16 50 282.91 8 — 12 1889/—
1888.4m‡‡ 13'11/2" 4 115/16 50 564.37 16 — 12 1889/—

‡First hole 37.5 mm (11/2")     ‡‡First hole 50 mm (115/16")     *T-Track pinstop hole spacing, mounting hole spacing (315/16") 100 mm 
**Contact Harken for track profile     ***50 mm T-Track available. Contact Harken

T-Track

CRX Roller

Mini-Maxi & Maxi

32 mm

16 mm

6 mm

11/4"
32 mm

9/16" (14 mm)

1/4"
6 mm

19/16"
40 mm

13/16"
21 mm

5/16"
8 mm

19/16"
40 mm

3/4"
19 mm

5/16"
8 mm

Track Bending

Part 
No.

Minimum track radius
Horizontal Vertical

ft m ft m
1706 50 15.25 50 15.25
661 100 30.5 50 15.25

New 3200

Endstops

11/4"
32 mm

7/8"
22 mm

113/32"
36 mm

111/16" 
42 mm

7/8" 
22 mm

21/2" 
64 mm

11/8" 
29 mm
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B2056M
B2057M

GT326S

B158M

HC5754
C4219
C7788

*Aluminum     **Chrome     ***Stainless steel track only     ‡Available for 42 mm Mini-Maxi ball bearing track

T-Track Genoa Lead Cars
T-Track genoa lead cars are used where frequent lead adjustments are not 
required. T-Track cars have an integral pinstop to lock the car into position.

The car’s one-piece, solid aluminum construction is lightweight and strong. 
The stainless steel carrier tilts side-to-side to ensure a fair lead. 40 mm cars 
have roller/ball bearing sheaves to improve trimming performance.

Custom accessories such as remote pinstops and adjustable sliders with 
tangs to accommodate floating blocks are available. Contact Harken® for 
information on our complete range.

Note: T-Track genoa lead cars cannot be adjusted under load.

Part 
No. Description

Sheave 
Ø Length Width Height Weight

Max line 
Ø

Maximum 
working load

Breaking 
load

Trackin mm in mm in mm in mm oz g in mm lb kg lb kg
32 mm T-Track Cars

B2057M Stop* — — 115/16 50 23/16 56 15/16 23 4 113 — — 1750 800 3850 1750 32 mm
GT326S Genoa lead car/pinstop* 2 51 51/8 130 2 51 47/16 113 22.1 626 1/2 12 3000 1361 6000 2722 32 mm

40 mm T-Track Cars
B158M Slide** — — 59/16 142 23/16 56 23/4 70 38.8 1100 — — 5500 2500 12300 5600 40 mm

B2056M Stop* — — 115/16 50 23/16 56 1 25 3.5 100 — — 2650 1200 5500 2500 40 mm
C4219 Genoa slider*** 41/2 114 9 229 29/16 65 87/16 214 104.6 2970 5/8 16 12860 5845 25720 11690 1888
C7788 Genoa lead car 41/2 114 9 229 29/16 65 87/16 214 104.6 2970 5/8 16 8500 3856 17000 7712 B206

HC5754 Jib car/Maxi sheave***‡ 51/2 140 11 279 29/16 65 91/4 235 184 5220 7/8 22 19625 8900 39249 17800 1888

For sheet-loading formulas see page 28.

New GT326S

Genoa LeadQ&A
I need a new genoa lead car, 
but don’t want the hassle 
or expense of replacing my 
existing 32 mm T-Track. Will 
a Harken car fit? 

Yes. We developed the GT326S 
genoa lead car for just this purpose. 
The car fits all 32 mm and 1 1/4 inch 
T-Track including Antal, Ronstan, 
Schaefer, and Pfeiffer to name a few. 
We include plastic inserts in three 
sizes with the GT326S to ensure a 
correct fit.



122

C9563C9742

C8819

C8818

C8862

C7792

C8823

3074

C8728

3075

C8955
C9642

CRX Roller Travelers
The Harken® Custom Division has been supplying racers and  
cruisers with innovative hardware for over 20 years. Whether you 
use existing custom solutions or require something new, our  
engineers hold your project to the highest standards: from design, 
to manufacturing, finishing, installation, and worldwide service.

CRX Cars
The CRX Roller Traveler carries almost double the load at half the 
weight of similarly sized traveler cars. Torlon® rollers provide 
increased bearing contact over balls to handle higher loads.  
Captive bearings make cars easy to load and maintain.

Toggle cars such as the 3074 and 3075 offer a low-profile traveler 
solution. CRX Loop cars are alternatives for high-load applications.

Use roller travelers with straight track only. Contact Harken® for 
curved traveler applications. Big Boat CRX track uses E3200  
endstops and 3173 or 3174 end controls. Mini-Maxi track uses 
1702 or custom endstops.

PCRX System
The award-winning PCRX mainsheet traveler features a hinged track 
that pivots as the mainsheet angle changes. This design aligns the 
car to the load for less friction, more load capacity, and lighter 
weight. Eliminating the toggle reduces the car’s height and weight. 
Mini-Maxi PCRX traveler systems are used on America’s Cup and 
Volvo racers, with Big Boat versions on TP52s and IRC 70s. The 
Mega PCRX is aboard the 100 ft (30.4 m) Speedboat.

Rollers carry extreme loads in a 
compact, lightweight package

Captive rollers for easy loading 
and maintenance

42 mm Mini-Maxi

32 mm Big Boat
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Part 
No. Description

Length Width
Car body 

height Weight
Maximum 

working load
Breaking 

load
Trackin mm in mm in mm oz g lb kg lb kg

Big Boat CRX
3074 CRX Big Boat/single block 5 127 21/2 64 313/32 86 22 624 5000 2268 10000 4535 3079
3075 CRX Big Boat/single block‡ 71/2 191 21/2 64 313/32 86 39 1106 7500 3401 15000 6803 3079

C8728 CRX Big Boat Loop car 33/8 86 21/2 64 2 51 11.6 330 3300 1497 6600 2994 3079
C8819 CRX traveler/titanium coupler/2-blocks/fixed track 101/4 260 21/2 64 111/16 43 45.3 1284 9920 4500 19840 9000 3079
C8818 PCRX traveler/titanium coupler/pivoting track 101/4 260.35 21/2 64 113/16 47 34.9 989 9920 4500 19840 9000 *
C8823 CRX athwartship car/2:1 717/32 191 21/2 64 13/4 45 31.9 905 7500 3402 15000 6804 3079

Mini-Maxi CRX
C7792 PCRX traveler/pivoting track 151/2 394 31/32 77 27/8 72 5.99 2.72 16000 7257 32000 14514 3200
C8862 CRX traveler/titanium coupler/2-blocks/fixed track 151/2 394 31/32 77 17/8 48 97.32 2759 15000 6804 30000 13608 3200
C8955 CRX Mini-Maxi Loop car 71/2 191 31/32 77 21/4 57 29.2 827 7937 3600 15874 7200 3200
C9563 CRX Mini-Maxi/2 blocks 12 305 31/32 77 57/16 138 233.58 6622 15000 6804 30000 13608 3200
C9642 CRX Mini-Maxi Loop car 8 203 31/32 77 25/8 67 34.39 975 9921 4500 19841 9000 3200
C9742 CRX Mini-Maxi/2 sheave carriers 14 356 31/32 77 61/4 159 120 3402 14881 6750 29762 13500 3200

Mega CRX
C8786 CRX Mega PCRX traveler/pivoting track 161/8 410 41/4 108 27/8 73 157.6 4468 30000 13608 60000 27216 *
C8990 CRX Mega/coupled 201/4 5145 41/4 108 61/2 165 301.59 8550 33069 15000 66138 30000 *

Contact Harken to request quote and lead time.     *Custom track     ‡Includes adapter to fit 100 mm Black Magic® AirBlocks®

PCRX systems have carbon  
bobbins laminated into the deck, 
eliminating track fasteners to 
reduce weight

Low-profile endstops available for 
PCRX and CRX roller systems. 
Contact Harken®.

CRX Roller Travelers

Mega

Blocks not included



IPHARRA, Sunreef 102' (31 m) — Tomasz.Wisniewski@HTEP.pl photo

124

C7183

3068
3070

1702
662

1708 
664

3069
3071

C8583 C7152

1707

C8441

HC10066

Ball Bearing  
Traveler Systems:  
42 mm & 64 mm
42 mm Mini-Maxi and 64 mm Maxi travelers bring the ease 
of dinghy traveler adjustment to large offshore boats. Cars 
ride on two rows of recirculating Torlon® ball bearings and roll 
freely under high, non vertical loads. Custom configurations 
or cars for horizontally curved track available on request.

Part 
No. Description

Length Width Height Weight
Maximum 

working load
Breaking 

load
Trackin mm in mm in mm oz g lb kg lb kg

42 mm Mini-Maxi
1702 Mini-Maxi endstop** 33/4 95 25/8 67 11/2 38 13 369 — — — — 1706
1708 Mini-Maxi adjustable stop 31/2 89 25/8 67 21/16 52 15 425 — — — — 1706
1707 Mini-Maxi end control/padeye 51/4 133 25/8 67 31/8 79 29 822 7800 3540 — — 1706
3068 Mini-Maxi traveler*** 10 254 43/8 111 33/4 95 81 2.3 8750 3969 18000 8164 1706

HC10066 Mini-Maxi traveler/stand-up toggle 10 254 43/8 111 43/16 106 90.8 2574 8750 3969 18000 8164 1706
3069 Mini-Maxi end control/footblock/becket 55/8 143 25/8 67 23/4 70 25 710 2500 1134 — — 1706

C7152 Mini-Maxi self-tacking car 161/4 412 45/16 110 2 51 255.98 7257 13999 6350 27998 12700 1706
C7183 Mini-Maxi titanium traveler 201/2 521 43/16 106 21/32 52 352.7 10000 17700 8028 35400 16056 1706

64 mm Maxi
662 Maxi endstop* 43/4 121 33/4 95 2 51 28.8 816 — — — — 661
664 Maxi adjustable stop 37/8 98 33/4 95 21/2 64 26 737 — — — — 661
3070 Maxi traveler*** 14 357 51/4 133 5 127 179 5.1 12000 5443 25000 11340 661
3071 Maxi end control/footblock/becket 71/8 181 33/4 95 33/8 86 56 1596 5250 2380 — — 661

C8441 Maxi traveler 27 686 53/16 132 127/8 327 527.2 14946 30000 13608 60000 27216 661
C8583 Maxi traveler 281/4 718 57/32 132 27/32 56 537.6 15241 21168 9600 42336 19200 661

*5/8" (16 mm) FH fasteners    **1/2" (12 mm) FH fasteners     ***See page 26 for replacement balls     Contact Harken to request quote and lead time.

Blocks not 
included
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Bequia, 90' Cruising Yawl, Stephens Waring White Yacht Design, 
Brooklin Boatyard — Billy Black photo

Genoa Lead Cars:  
Mini-Maxi, Maxi,  
& T-Track
We offer a variety of high-load genoa lead cars to suit the track of 
your choice. All cars are available with a plain body, with pinstops, 
or puller tangs. Car bodies are made of either Hardkote-anodized 
aluminum or high-luster stainless steel. Maximum working loads 
range from 8500 lb (3,856 kg) to 80,000 lb (36,287 kg). Custom 
cars can be designed to handle higher loads.

Part 
No. Description

Sheave 
Ø Length Width Weight

Maximum 
working load

Breaking 
load

Trackin mm in mm in mm oz g lb kg lb kg
42 mm Mini-Maxi

1869 Mini-Maxi/puller tang 41/2 114 167/16 417 43/8 111 160 4536 9000 4082 18000 8164 1706
3072 Mini-Maxi/adjuster block 41/2 114 1311/16 348 43/8 111 164 4649 9000 4082 18000 8164 1706

C5900 Mini-Maxi lead car/slider rods 51/2 140 12 305 215/16 75 208.11 5900 19625 8900 39242 17800 1706
C8836 Mini-Maxi jib slider/loop block 315/16 100 10 254 215/16 75 99.47 2820 19824 9000 39683 18000 1706

64 mm Maxi
C9368 Maxi slider/dual pinstop 515/16 150 12 305 39/16 91 204.59 5800 19841 9000 39683 18000 Custom
C9543 Maxi genoa lead/forward pull 67/8 175 14 356 311/16 93 264.55 7500 28660 13000 57330 26000 661

50 mm T-Track
C9242 T-Track slider/puller tang 77/8 200 14 356 33/8 86 659.61 18700 50706 23000 101412 46000 Custom
C9491 T-Track slider 77/8 200 14 356 33/8 86 649.03 18400 50706 23000 101412 46000 Custom

Contact Harken to request quote and lead time.     
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External Access System
Harken designed the External Access System so crews of very large 
yachts would have a secure system that allows freedom of movement 
and the ability to lock into position while working outboard along the 
hull. The system is made up of two joined cars that allow the attachment 
of the personal suspension system and the required fall-arrest system. 
Its CE certification is among the most respected marks in the world and 
unique in the marine market. 

Linked cars are constructed of strong, lightweight, one-piece solid  
aluminum. Torlon® bearings handle high loads, reducing friction as you 
smoothly move the pinstop car and lock it to another position on the 
track. Stainless steel wire guides keep ball bearings captive when the 
cars are removed for maintenance. 

Cars and track come in black Hardkote-anodized or clear-anodized  
finishes for corrosion protection, durability, and to match the aesthetics 
of your yacht. Stainless steel systems can be special ordered through  
the Harken Custom Department.

New

Stainless steel wire guides keep the 
ball bearings captive when cars are 
off the track for easy maintenance.  

Pinstop car allows movement of cars 
along track. Open to move; close to 
lock in place. 

1644 Track for 6 mm fasteners with 50 mm hole spacing available by special order. Contact Harken for lead time.      
*To order black Hardkote-anodized, remove “.CLEAR” from end of part number

Part 
No. Description

Length Width
Maximum 

working load Fits  
trackin mm in mm lb kg

HC9606.CLEAR* 27 mm Midrange 2-car External Access 
car assembly with coupler 103/4 273 23/4 70 220 100 1643/1644

Part 
No. Description

Length
Mounting 

hole spacing Fasteners
Endstop

Splice 
linkft/in m in mm in mm

1643.3m.CLEAR* 27 mm Midrange high-load pinstop track 9'101/16" 3 315/16 100 5/16 FH 8 FH HC9561.CLEAR* 1619
1643.3.6m.CLEAR* 27 mm Midrange high-load pinstop track 11'93/4" 3.6 315/16 100 5/16 FH 8 FH HC9561.CLEAR* 1619
1643.6m.CLEAR* 27 mm Midrange high-load pinstop track 19'81/4" 6 315/16 100 5/16 FH 8 FH HC9561.CLEAR* 1619
HC9561.CLEAR* 27 mm Midrange track endstops (sold in pairs) 21/4" 57 mm — — 5/16 FH 8 FH — —

1619 Splice link Purchase one splice link for each track section.

Car Assembly

Track

External access cars must only be used with high-load track and endstops listed below. 5/16" (8 mm) track fasteners required. 
*To order black Hardkote-anodized, remove “.CLEAR” from end of part number

The system has two anchorage 
points—one anchorage point for a 
personal suspension system and the 
second for the fall-arrest system. Add 
an optional car and coupler to work 
as your tool service carrier.

Harken exception: 
This product may 
be used for human 
suspension.


